
May 2011   

Translation by DIN-Sprachendienst.

No part of this translation may be reproduced without prior permission of
DIN Deutsches Institut für Normung e. V., Berlin. Beuth Verlag GmbH, 10772 Berlin, Germany,
has the exclusive right of sale for German Standards (DIN-Normen).

ICS 91.100.50

!$p_e"
1776066

www.din.de

DDIN EN 12846-1

Bitumen and bituminous binders –
Determination of efflux time by the efflux viscometer –

Part 1: Bituminous emulsions

English translation of DIN EN 12846-1:2011-05

Bitumen und bitumenhaltige Bindemittel –
Bestimmung der Ausflusszeit mittels Ausflussviskosimeter –
Teil 1: Bitumenemulsionen
Englische Übersetzung von DIN EN 12846-1:2011-05

Bitumes et liants bitumineux –
Détermination du temps d’écoulement à l’aide d’un viscosimètre a écoulement –
Partie 1: Emulsions de bitume
Traduction anglaise de DIN EN 12846-1:2011-05

©

Supersedes
DIN EN 12846:2002-08

www.beuth.de

Document comprises  pages

In case of doubt, the German-language original shall be considered authoritative.

15

04.11 

https://www.civilenghub.com/DIN/134638981/DIN-EN-12846-1?src=spdf


DIN EN 12846-1:2011-05 

A comma is used as the decimal marker. 

National foreword 

This standard has been prepared by Technical Committee CEN/TC 336 �Bituminous binders� (Secretariat: 
AFNOR, France). 

The responsible German bodies involved in its preparation were the Normenausschuss Materialprüfung 
(Materials Testing Standards Committee) and the Normenausschuss Bauwesen (Building and Civil 
Engineering Standards Committee), Joint Committee NA 062-03-32 GA Gemeinschaftsarbeitsausschuss  
NMP/NABau/FGSV 7.2.0.1: Bitumen; Prüfverfahren und Anforderungen für die Bindemittel. 

 

Amendments 

This standard differs from DIN EN 12846:2002-08 as follows: 

a) the number of the standard has been changed; 

b) Clause 4 �Principle� has been given in more detail; 

c) the standard has been editorially revised. 
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