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A comma is used as the decimal marker. 

National foreword 

This document (EN ISO 12944-4:2017) has been prepared by Technical Committee ISO/TC 35 “Paints and 

varnishes” in collaboration with Technical Committee CEN/TC 139 “Paints and varnishes” (Secretariat: DIN, 

Germany). 

The responsible German body involved in its preparation was DIN-Normenausschuss Beschichtungsstoffe  

und Beschichtungen (DIN Standards Committee Coatings and Coating Materials), Subcommittee 

NA 002-00-10-04 UA “Surface preparation and testing” of Working Committee NA 002-00-10 AA “Corrosion 

protection of steel structures”. 

The DIN Standards corresponding to the International Standards referred to in this document are as follows: 

ISO 1461  DIN EN ISO 1461 

ISO 2063  DIN EN ISO 2063 

ISO 2409  DIN EN ISO 2409 

ISO 4618:2014  DIN EN ISO 4618:2015-01 

ISO 4628-1  DIN EN ISO 4628-1 

ISO 4628-2  DIN EN ISO 4628-2 

ISO 4628-3  DIN EN ISO 4628-3 

ISO 4628-4  DIN EN ISO 4628-4 

ISO 4628-5  DIN EN ISO 4628-5 

ISO 4628-6  DIN EN ISO 4628-6 

ISO 8501-1:2007  DIN EN ISO 8501-1:2007-12 

ISO 8501-2:1994  DIN EN ISO 8501-2:2002-03 

ISO 8501-3  DIN EN ISO 8501-3 

ISO 8501-4  DIN EN ISO 8501-4 

ISO 8502-3:2017  DIN EN ISO 8502-3:2017-05 

ISO 8502-4  DIN EN ISO 8502-4 

ISO 8503-1  DIN EN ISO 8503-1 

ISO 8503-2  DIN EN ISO 8503-2 

ISO 8503-5  DIN EN ISO 8503-5 

ISO 8504 (all parts)  DIN EN ISO 8504 (all parts) 

ISO 9000  DIN EN ISO 9000 

ISO 9001  DIN EN ISO 9001 

ISO 9004  DIN EN ISO 9004 

ISO 11124-1:1993  DIN EN ISO 11124-1:1997-06 

ISO 11124-2  DIN EN ISO 11124-2 

ISO 11124-3  DIN EN ISO 11124-3 

ISO 11124-4  DIN EN ISO 11124-4 

ISO 11126-1  DIN EN ISO 11126-1 

ISO 11126-3  DIN EN ISO 11126-3 

ISO 11126-4  DIN EN ISO 11126-4 

ISO 11126-5  DIN EN ISO 11126-5 

ISO 11126-6  DIN EN ISO 11126-6 

ISO 11126-7  DIN EN ISO 11126-7 
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ISO 11126-8  DIN EN ISO 11126-8 

ISO 12944-1  DIN EN ISO 12944-1 

ISO 12944-3  DIN EN ISO 12944-3 

ISO 16276 (all parts)  DIN EN ISO 16276 (all parts) 

Amendments 

This standard differs from DIN EN ISO 12944-4:1998-07 as follows: 

a) normative references have been updated; 

b) a new definition 3.13 “chemical treatment” has been added; 

c) subclause 5.6 “Surfaces with chemical treatment” has been added; 

d) subclause 6.1.6 “Cleaning by means of chemical conversion” has been deleted; 

e) subclause 6.3 “Flame cleaning” has been deleted; 

f) in subclause 6.3.4 “Water jetting”, a reference to ISO 8501-4 has been added; 

g) subclause 6.2.8 “Chemical treatment” has been included; 

h) subclause 7.2 “Uncoated surfaces" has been revised; 

i) Clause 9 “Assessment of prepared surfaces” has been revised; 

j) Clause 11 “Preparation of temporarily or partly protected surfaces before application of further 

coatings” has been revised; 

k) Annex A “Standard preparation grades for primary (overall) surface preparation” has been revised; 

l) Annex C “Procedures for removal of extraneous layers and foreign matter, native layers and 

contaminants” has been revised; 

m) Annex D has been updated and transformed into a separate Bibliography; 

n) Annex E “Alphabetical index of terms” has been deleted; 

o) Annex ZA “Normative references to international publications with their respective European 

publications” has been deleted; this comparison has now been included in the national foreword; 

p) the standard has been editorially revised. 

Previous editions 

DIN 55928: 1956-11, 1959-06x 

DIN 55928-4: 1977-01, 1991-05 

DIN EN ISO 12944-4: 1998-07 
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National Annex NA 
(informative) 
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